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Panel Pricing & Information

36" Coverage Panel s

-All 36" coverage panel s arebased on 38" sheet widths
-Coveragewidth +/-1/4"tolerance

-Length +/ -1/ 40Tolerance

-Panels cut and billed in 1" increments

-Acut feeof $1.00 will be appliedto anylengths below 3'0"
16" Cover age Panel s

-All 16" coverage panelsarebased on 17" sheet widths
-Coveragewidth &Length +/-1/4"tolerance

-MinimumLength -3'0" -MaximumLength -40'0"
-Panels cut and billedin 1" increments

Packaging
-Banding and paper wr ap No Charge
-Coversheet $1.00ft.
-Topand bottomcoversheet $2.00ft.
-Crating for Mac-doc Subject To Order Size
-Paper wrapfor MacLoc No Charge

-Stocktrimmetal cover sheets (25 Qty.) No Charge

JobSite Del ivery

-Jobsitedelivery All deliveryfees will bebased ontheloaded mil eage of the del ivery.
-Parcel charge (i,e.7 UPS,Fedex)is based on parcel carrier rates plus ahandling charge.
Note:Customersrequesting jobsite del iveries must have a mechanical lift to off{oad materials. Thejob=site
location must beaccessiblefor tractor trail er access and weightsupto 80,000 pounds. Mac Metal Sales, Inc
reservestheright torefusedeliveries whereunsafeor impassibl econditions ar e present.
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Material Handling

Receiving Mater ial

It istheresponsibilityof thedistributor or theinstaller to unload materialsfromthe
deliverytruck.Thedistributor or installer isresponsible for providing suitabl e equipment
for unloading materials fromdeliverytruck. Thedistributor or installer is al so responsible
for checkingto ensureall materials areunloaded beforethedeliverytruck|eaves.

We strivefor error freedeliveries and serviceon each and everyorder. We al so under stand
that mistakes wil | happen. Pleasecontact us immediatel yupon receipt of material sif thereis a
mist ake, damage, or problemof anykind. All Claims of Damage, Shipping Errors,Incorrect
Lengths,or anyother mistakes with your order MUST be brought to our attention within
thirty(30)days of thedateontheoriginal invoice.

Gener al Handl ing

Careful consideration should betaken when handling bundl esto avoid damage. Special care
shoul d betaken to prevent bending of the panel s and abrasionsto thefinish.Whenever
possible,the bundl eshould remaininits original packaging until itislocatedinits placeof
storage. If bundl es must be opened,werecommend r epackaging beforerelocating.

Caution
/ \ Improper I oading and unl oading of bundl es and material s mayresult in bodilyinjury
J ~and/ or material damage. Mac Metal Sales,Incisnot responsiblefor anybodily

~ injuries and/ or material damagesresulting fromimproper loading and unloading.

Mechanical Handling

Using Forks

Theforks of alift may beused for panelsupto 20’
long.Theforks should be at their maximumsepar ation.
For your convenience & safety,our bundl es come pre-
mar ked at thecenter. Usetheredarrow as aguideto
lift andtransport thebundle. Do not transport un-
banded bundl es.

» Using Slings
T, Slings shoul d beused when lifting panels 20'0"
i or greater. Load shouldbelifted at its center
/ of gravity. We havetakentheguessworkout of
- locatingthecenter of the bundl e by pr eimar king
9) it witharedarrow. No morethan 1/ 3 of the

length of abundleshouldbeunsupported.
Usingtwo liftsisagoodwayto keepthis
distance.Do not transport unbanded bundl es.

MALC

@ www.mac metal sales.com




Material Handl ing

Manual Handling

fromscratching theremaining material .
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Correct

Panel s should belifted fromthe bundlebyat | east two people,oneoneachendupto 10'-0" in
length.Additional hel pshould beconsidered every10'-0" for longer panels.

Lift panel s by gripping the edge and raising one side until it isoff thebundleand slowly pivot
theother sideuntil it isalso awayfromthe bundle. This preventsthecorners of the panel
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